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SelfCheck SC9 Features & Benefits 
The component-based SelfCheck is a cost-efficient self-check option where mk provides the                       
hardware for custom placement in the library. While exact UL & CE-listed model components may                             
vary, each SC9 includes a large touchscreen monitor, a shielded RFID antenna with integrated                           
USB reader/writer, USB cable and power supply, barcode scanner, receipt printer, and LibSoft                         
software. The modular design allows the library full flexibility without added expenses. 
 
Patrons can check out or access their account by scanning their library card, smartphone, or                             
entering their patron number with PIN number (if applicable). Items to be checked out, renewed, or                               
returned are placed on the RFID antenna in a stack or read by the barcode scanner. If the library                                     
enables the Account View, patrons are able to view item due dates, renew items, and pay fines and                                   
fees via mk’s LibSoft software. 
 
The library has options to enable or disable SelfCheck features including, but not limited to                             
printing a receipt, receiving an emailed receipt, or declining a receipt during the checkout,                           
check-in, and renewal process. Optional items include card/cash payment, braille, audio, library                       
calendar, OverDrive, and Novelist integration. 
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SelfCheck SC9 Technical Data 
▪ Since components vary, measurements will be provided prior to installation 
▪ mk recommends touch screen monitor size 22" 
▪ Power & Network: 1 x 120V, 60 Hz + 1 x data, RJ45 standard data outlet 
▪ Certifications: UL & CE listed components 
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